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Power over Ethernet (PoE) (PZ7131 only)

When using a non-PoE switch
Use a PoE power injector (optional) to connect between the Network Camera and 
a non-PoE switch.

When using a PoE-enabled switch
The Network Camera is PoE-compliant, allowing transmission of power and data 
via single Ethernet cable. See the following illustration to connect the Network 
Camera to a PoE-enabled switch via Ethernet cable.
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1. Install the "Installation Wizard 2" under the Software Utility directory from software 
CD.

2. The program will conduct analyses on your network environment. After your 
network is analyzed, please click on the "Next" button to continue the program.

3. The program will search the VIVOTEK Video Receivers, Video Servers or Network 
Cameras on the same LAN.

4. After searching, the main installer window will pop up. Click on the MAC that 
matches the one labeled on the bottom of your device to connect the Internet 
Explorer to the Network Camera.

Installation
Wizard 2

IW2

Assigning IP Address5
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For further setup, please refer to user's manual on the software CD.

Ready to Use6

1. Access to the Network Camera from the Internet.
2. Retrieve live video through web browsers or recording software.
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Note:
1. SSID, abbreviated from Service Set Identifier, is the name assigned to the wireless  

network. The PZ7132's factory SSID setting is set to "default".
2. Select "Ad-Hoc" wireless mode if you want the PZ7132 to communicate without 

using an AP or wireless router.
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For further setup, please refer to user's manual on the software CD.

Configure the Wireless Connection (PZ7132 only)7

1. Check the SSID currently set on your wireless access point (AP).
2. Go to PZ7132's Configuration > Advanced mode > Wireless.
3. Type in the SSID consistent with the setting on your AP.
4. Select the Wireless mode as "Infrastructure".
5. Click Save. The Network Camera starts to reboot.

PZ7132

6. Wait for the live image is reloaded to your browser. Then, unplug the power cable 
and Ethernet cable from the Network Camera.

7. Replug the power cable to the camera. The Network Camera now operates in 
wireless mode.
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